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ALBERT

Thank you for buying this locomotive kit from Boot Lane Works, please read all the instructions carefully
before assembly.

Tools & Adhesives

We recommend a few tools to help you assemble your kit —
e Small Bench Vice
Modelling Knife (we use a scalpel)
Tweezers, Pliers, etc...
Needle Files, various shapes
Wet & Dry abrasive paper (the mixed selection from Halfords is very good)
Selection of small twist drills, including 1.5mm & 2mm diameter
A 90-degree angle (1 use a set block, but a small set square will work well)
Personally, can’t manage without our small, tapered reamer, look for them on eBay!
TAKE CARE WITH THE REAMER - MAKE A SMALL CUT, TRY, AND CUT AGAIN

We also recommend the following adhesives —
e Super Glue
We use Gorilla Super Glue
e Dichloromethane, A liquid solvent for the acrylic
We use E.M.A. Model Supplies “Plastic Weld”

A little about the printing process.

The printer extrudes a filament of plastic, layer by layer, to create an object. As it does so, it can leave tiny
ridges along the object.

For best results, clean the ridges off with a file.

We apply a Primer/Filler to the filament parts on our display models, which we rub down with 400 to 8§00
wet’n’dry before applying topcoats. All Halfords rattle cans paints.

THE RESIN PARTS ARE BRITTLE AND MUST BE HANDLED WITH CARE
The resin is hardened by an ultraviolet light process but continues to adsorb the light after the process.
Please ensure the resin is thoroughly painted to stop the hardening process.

THE ACRYLIC IS ALSO BRITTLE; CARE SHOULD BE TAKEN DURING CONSTRUCTION
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Please bear in mind that this kit, although intended for garden use, is a reasonably small power unit, designed
for hauling a handful of wagons or a carriage.
We DO NOT guarantee this model if used for “Heavy Haulage”!

This model is inspired by Talyllyn Railway locomotive No 3, SIR HAYDN.

Originally built by Hughes’s Locomotive & Tramway Engine Works in 1878 for the Corris Railway. It is the
sole survivor of three “identical” locomotives for the railway. No 3 is an amalgam of all three engines when
they were merged into one locomotive in the early 1920s.

Originally built as 0-4-0’s, the three engines acquired tiny pony wheels between 1883 & 1900.

The Corris Railway came under GWR ownership in 1930 and was closed in 1948. No 3 remaining under a
tarpaulin at Machynlleth station (alongside Corris No 4).

The Talyllyn Railway acquired both No 3 & 4 in 1951.

No 3 has undergone many, many alterations while at the TR. We have modelled SIR HAYDN in its post
1968 rebuild with the new taller TR cab.

The engine has several odd eccentricities, and we recommend customers read up about this curious survivor
of the narrow-gauge preservation movement.

We wish to extend our grateful thanks to the volunteers & staff at the Talyllyn Railway for helping us access
both drawings and the locomotive itself.
Special thanks must go to Stephen Thorpe, Edward Neve & Luke Ryan for their assistance in this project.

= 5 ( §

- < . . - S T n
Corris/Talyllyn No 3, SIR HAYDN at Tywyn Wharf Station on the TR, image courtesy of Wikipedia
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THE CHASSIS

OK, let’s jump straight in!

This is a long description but bear with us. If we can get this right, everything else will fall into place and
your model with run like a dream.

Locate the two 2mm acrylic frames. Careful with the frames, the acrylic can be brittle.

BEFORE YOU GO ANY FURTHER - you will need to place one countersink in one hole on each frame.
Do this on the OPPOSITE sides of each frame.

Locate two motion brackets, using liquid or super glue, attach the brackets to the frames.

Use a square to ensure the bracket is 90° to the frame, (the brackets also have a slight angle to align with the
angle of the cylinders).

ENSURE YOU HAVE ONE LEFT & ONE RIGHT FRAME WHEN COMPLETE.

THE COUNTERSUNK HOLES MUST BE ON THE OUTSIDE OF THE FRAMES.

Now locate the two cylinder-blocks, they are identical, no left or right!

Ensure the 2mm brass rod will slide freely into the block - run a 2.5mm drill down the piston-rod hole to
ensure there are no obstruction and the brass rod runs freely in the bore.

Attach the front cylinder covers to the cylinder blocks.

Attach a cylinder-block to the left acrylic frame using two 8mm M2 screws. I have designed most of the
chassis to accept the 8mm M2 screws as self-taping, some of the holes may require opening slightly to get
the screw started.

Repeat for the right-hand side.

You will also need the 2mm brass square sections.

The brass square section needs to be cut to approximately 5S0mm in length, you can trim them once you
know exactly how they fit, although there is plenty of excess space in the cylinder block to accept any spare

brass rod. (We tend to push the excess into the cylinder-block to give greater strength.

With the motion bracket attached to the frame, fit the slide-bars into the cylinder-block and motion bracket.
(We often do not place the slidebars into the cylinders until the chassis is painted.)
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Now, locate the two frame stretchers and the motor-plate.

Attach one of the frame & cylinder-block assemblies, to the front stretcher using M2 8mm panhead screws,
and then repeat with the rear. Use X2 M2 8mm conehead screws for the countersunk hole

Once you are happy that everything is square, attach the other side.

Don’t forget to sandwich the motor-plate between the frames, the slot on-the face is to clear the drive gear on
the wheel axle and should face the axle.

Next locate the 2mm & 1mm acrylic footplate parts.

Glue the two together, the 1mm section is slightly wider than the 2mm section and represents the actual
footplate the crew stand on.
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The footplate assembly is slung under the frames, an
unusual feature of the Hughes engines.

The two centre 2mm holes in the 2mm acrylic section will
need countersunk holes added.

ach the footplate assembly with X2 M2 8mm conehead
screws. This allows the pony truck clearance to more
freely.

The curved slot in the 2mm section of acrylic also allows
clearance for the rear pony wheels.

We usually paint this whole assembly at this stage...
Then add the slidebars.

Let’s do the wheels!

Locate the four printed driving wheels.

We recommend painting these prior to assembly. We could have printed these black, but we have discovered
that painted printed wheels work much better than unpainted wheels!

Unpainted, the prints seem to collect muck and grim from the rails, painted wheels seem to be more resistant
to the garden detritus...

The wheels need pressing onto the longer '4” axles.

NOTE: There are three %" axles included in your kit, the shorter one is for the pony truck wheels.
Before we do that, we need to screw crankpins into the wheels. We recommend that you tap each hole with
an M2 tap, it’s not completely necessary as the screws will self-tap into the plastic, but the use of a tap
makes it much easier to assemble.

Two of the wheels require M2 12mm conehead screws, the other two require M2 8mm conehead screws.
Screw the M2 screws into the rear of the wheel and into the countersink in the wheel.

Before we press the wheels on, we need the top-hat brass bushes, and the metal washers from the screw-bag.
The washers act as a boss to the rear of the wheel.

Push a top-hat bush onto the axle with the grey drive gear, then a washer. The lip of the top-hat bush should
be on the outside next the washer. As in the photo below (photo of Fairlie wheels, but the same principle).

Push the two wheels with the longer M2 12mm screws into the ends of the axle with the grey drive gear, they
should start onto the axle easily.
Place both crankpins along the same degrees. We will quarter the wheels shortly.

Care needs to be taken here, a great deal of experimentation has led us to the perfect size bore in the
wheel, with the perfect lead taper. PLEASE DO NOT ALTER THE BORE IN THE WHEEL.

The whole assembly should now be placed into a vice and lined up so that the wheels are at 90° to the axle,
both while looking from the top and the sides.

Ensure that the jaws of the vice are only touching the wheel centres, and not the raised bosses of the
crankpins.

When you are happy, close the vice until the jaws push up against the axle.

Do the same for the other driving wheelset, just no grey drive gear and the shorter crankpins.

Locate the two, wheel quartering jigs, they are two square prints, with the wheel shape recessed into the
block.

Quartering is a simple matter of dropping the jigs over both the wheels and turning one jig so that it is at 90°
to the other. Place the whole assembly on a flat surface to check that they are at 90°.
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Unpainted (for photos only) wheelset in the vice (left), and ready to be quartered (right).
Note: these wheels are from our Single Fairlie, but the principle is exactly the same.

NOTE WASHERS & TOP HAT ARRANGEMENTS

PLEASE TAKE CARE - do not
excessively twist the wheels on the
axles. If possible, do the process in
one smooth movement, then leave
alone. Excessive twisting can loosen
the wheels on the axles.

We have found that a tiny drop of
Superglue in the small countersunk
recess of the wheel & axle will stop the
wheels twisting on the axles in the
future.

Again: wheels from another model, but
the same principle.

You should now have two wheelsets.

The wheelsets should now drop into your chassis.
The lip of the bush should sit outside the frame and is kept place between the wheel & the frame.

Locate the printed retaining plate.
It sits in between the frames and screws to the bottom of the stretchers. The plate follows the shape of the

frames, and its purpose is to keep the wheelsets in place, pushing up against the bushes.

Once you have ensured a comfortable fit and fixed it into place, try your chassis for free running.
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Let’s fit the motion.

We have supplied a few extra parts in your kit, we found the crosshead can split, so you have spares, and a
spare coupling rod.

Locate the following —

Place the crosshead over the connecting rod, then
a washer and finally a nut to attach the crosshead

Once tight, the crosshead should move freely on
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Two coupling rods (the longer rods)
Two connecting rods (the shorter rods)
Two crossheads

Two M2 8mm coneheads screws

Two M2 nuts

Two M2 washers

Four sleeve/nuts (two long & two short)
2mm brass rod, cut to two 32mm lengths

Create a better countersunk hole in the rear of the
connecting rods, small end.

(Unfortunately, it is very difficult to get a better
countersink on the printer).

Fit the M2 8mm conehead screws into the
countersunk hole, try and get the head of the
screw flush with the back of the connecting
rod.

Fit a 32mm length of brass rod into the
crosshead, you may need a dap of glue to secure
it into place.
Do not push the brass rod too far and block the
hole for the connecting rod.

to the rod.

the connecting rod.



Locate four crankpin sleeves/nuts.

This is a new design for Boot Lane, no more messing with tubes!!!
You will have some short sleeves/nuts, and some long ones.

These sleeve/nuts screw over the crankpin and are the correct length to capture the coupling rods but still
allow them to rotate.

The short sleeves/nuts are for the front crankpins, the longer are for the rear crankpins and capture both the
coupling rod and the connecting rods.

No more need for tubes, washers and nuts...

The piston rod will need pushing into the cylinder, you may need to work out the best orientation for
assembly?

With all the rods on, you should now have a free running chassis?

If your chassis is running freely, attach the motor (3/6V). There are two screws that are already in the motor.
We have ensured the motor plate is already perfectly aligned with the motor and drive gear, no need for
complicated alignment, it’s already done.

PLEASE LUBRICATE THE DRIVE GEARS & MOTION
WE HAVE EVEN INCLUDED SOME OIL FOR YOU.

THE PONY TRUCK

We will quickly “do” the pony truck, although we found it much easier to build the model without the pony
in position. We simply added it at the end of the build.

Take the remaining (shorter) '4” axle, two brass top
hat bushes, the tiny wheels and the pony truck print.
We painted the pony truck print before assembly.
The top hat bushes press into the pony truck, one
from each side. The axle pushes through the top hat
bushes, and the wheels carefully press onto the axle.
No washers, this is why the axle is shorter for the
pony truck!

The small, printed bush comes up from underneath
with a M3 16mm panhead screw and into the rear
stretcher.
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THE BODY

We will start with the running plate.
Locate the two acrylic running plate sections, one is 2mm thick, the other is 1mm.
Glue these two parts together, face to face. Ensure the holes align, none of the edges are flush!

The 1mm section of acrylic acts as the footplate of the running board, while the 2mm section acts as a
strengthener.

The 2mm section has cutouts to allow for the cylinders and motion brackets to clear.

The four printed splashers are glued into place into the top of the 1mm acrylic section. Ensure that the inside
of the splashers align with the aperture on the Imm section.

You will also need to countersink one of the holes.

The running board is attached to the rear stretcher with a M3 10mm conehead screw through the countersink.
We painted the running board before assembly. In fact, we painted all the remaining parts prior to assembly.

All the white filament prints were given a coat of “Hycote” rattle can primer/filler and then rubbed back with
400 grade wet’n’dry. Then a Hycote primer, before a final topcoat. Halford do a good range of topcoat
colours.

THE BOILER & SADDLE

The boiler is made up from the barrel, the smokebox and the backplate.

The backplate is simply glued to the back of the barrel, there are holes for the two gauge glasses (you may
need to open the holes slightly).

The smokebox is a push fit onto the barrel.

WE HAD TO ADD LEAD WEIGHT TO THE INSIDE OF THE SMOKEBOX TO COUNTERBALANCE
THE REAR OVERHANG OF THE MODEL

The saddletank fits neatly onto the boiler, there is a locating log at the rear while the front of the saddle had a
carrier that sits on top of the smokebox.

There are resin details, including the chimney, dome (the regulator stuffing box on the dome faces the rear of
the loco), a water filler, a pair of steam pipe covers tucked under the smokebox.
Smokebox door & dart handle for the front of the smokebox, and...
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No 3 has a very odd handrail set up on the saddletank. The right side has a simple pipe bent into the tank at
either end. The left side has one handrail know set farther back than the right, with the handrail extending
from the knob!

We have included some brass 1.5mm round rod for the handrails, and some handrail knobs. The choice is
yours.

If you choose to use the knobs, you will need to open one, some or all the holes in the saddle.

No 3 also has an unusual regulator set up, the valve itself is in the dome (which is not unusual), but the
regulator rod itself comes straight out of the rear of the dome and passes along the saddle and through the
cab. The regulator handle is almost “upside down” affair on top of the firebox. We have supplied a resin
regulator handle set up. 1.5mm brass round rod has been supplied for the regulator rod.

The boiler is attached to the chassis with X2 M3 16mm panhead screws, up through the front & rear
stretchers into the smokebox & firebox.

The boiler will drop over the motor and there is a slot in the bottom of the saddle where the supplied switch
will fit if required.

THE CAB

The cab is built up from mostly printed parts and become to main parts. The front cab & the rear cab.
Start with the front section.

This is made up from the bunkers (these have been marked left & right) and the top front cab piece.

The three are attached with 4X M2 8mm panhead screws, driven downwards trough the top cab piece and
into the two bunkers.

Page 10



Next the rear section.

There are two printed spacer blocks to help you align the rear cab pieces.

Place the spacers on a flat surface, place the lower cab piece onto the spacers. Finally, bring the top cab piece
to the lower. The spacers will give you the correct depth of height before glueing together. We have found
that the “E.M.A. Plastic Weld” works perfectly with the white filament we use.

These cab sections are attached to the footplate with more M2 8mm panhead screws. X2 for the rear section
and six for the front section.
There are printed “beading” strips that may be added to the upper cab opening sections.

The roof is built up from a piece of black 0.5mm styrene, and a printed frame.
Attach on to the other and it will drop into place between the front & rear cab sections.

There is also a length of 1x1mm beading strip that may be used as rain strips on the top edge of the roof.

Bufferbeams attach to the front & rear stretchers with X4 (two each beam) M2 8mm panhead screws. There
are X4 resin buffers and coupling hooks.

There is a coal skuttle (or hungry board as the FR like to call them) for the top of the left side bunker.
On top of the right-side bunker is a “Thing” ...

This is actually a cover for the bunker space, which contains the reversing leaver and a hood to give
clearance for the drivers’ hands!

We have included spectacle rings for the outside of the cabsheet windows and 1mm acrylic windows.

A PDF copy of these instructions can be found at —
www.bootlane.org.uk/instructions

Andrew & Jacqui

www.bootlane.org.uk
sales@bootlane.org.uk
Find us on Facebook — Boot Lane Works Community
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